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MATERIAL SAFETY DATA SHEET 

_____________________________________________________________________________ 
1. CHEMICAL PRODUCT AND COMPANY IDENTIFICATION
Product Name: DAPCO  2100 Primerless Firewall Sealant, Form A (mixed)
Synonyms: None
Product Description: Mixture of polysiloxanes, silanes and fillers
Use: Engineered materials

Supplied By:  D Aircraft Products, Inc. 
1191 HAWK CIRCLE, ANAHEIM, CALIFORNIA 92807 714/632-8444 
EMERGENCY PHONE:  In CANADA:  1-905/356-8310 In USA:  1-800/424-9300 or 1-703/527-3887.
 
Manufactured By:  D Aircraft Products, Inc., a wholly owned subsidiary of Cytec Industries Inc. 
1191 HAWK CIRCLE, ANAHEIM, CALIFORNIA 92806 714/632-8444
 
™ indicates trademark.  Mark may be registered or pending. Mark is or may be used under license.
_____________________________________________________________________________ 
  
2. COMPOSITION/INFORMATION ON INGREDIENTS
WHMIS REGULATED COMPONENTS 
 
Component / CAS No. %    (w/w) OSHA (PEL):  ACGIH (TLV) Carcinogen 
Calcium carbonate 
471-34-1 

30 - 60                       15 mg/m³ total dust 
(TWA) 

5 mg/m³ respirable 
fraction (TWA)

10 mg/m³ particulate 
matter containing no 
asbestos and < 1% 

crystalline silica 
(TWA)

-

Iron oxide black 
1317-61-9 

< 5                           5 mg/m3 Respirable 
fraction. (PEL) 

15 mg/m3 Total dust. 
(PEL) 

5 mg/m3 Respirable 
fraction.  (TWA) 

15 mg/m3 Total dust.  
(TWA)

1 mg/m³ as Fe (TWA) -

Titanium Dioxide 
13463-67-7 

< 5                           15 mg/m³ total dust 
(TWA)

10 mg/m³  (TWA) -

Vinyl oximino silane 
2224-33-1 

< 5                           Not established Not established -

Trimethylated silica 
68909-20-6 

< 5                           5 mg/m3 ceiling (Dow 
Corning)

Not established -

 

_____________________________________________________________________________ 
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3. HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW 

APPEARANCE AND ODOR: 
 Color: blue
 Appearance: paste
 Odor: mild
 
STATEMENTS OF HAZARD:

 
POTENTIAL HEALTH EFFECTS 

 EFFECTS OF EXPOSURE:
 The estimated acute oral (rat) LD50, acute dermal (rabbit) LD50 and 4-hour inhalation (rat) LC50 values for this 

material are >4000 mg/kg, >2000 mg/kg and >20 mg/L, respectively. Direct contact with this material may cause 
moderate eye and skin irritation. Repeated or prolonged dermal contact may cause allergic skin reactions. 
Refer to Section 11 for toxicology information on the regulated components of this product.

_____________________________________________________________________________ 
 
4. FIRST AID MEASURES
Ingestion:
Material is not expected to be harmful by ingestion. No specific first aid measures are required.
 
Skin Contact:
Wash immediately with plenty of water and soap. Remove contaminated clothing and shoes without delay. Obtain 
medical attention. Do not reuse contaminated clothing without laundering. Destroy or thoroughly clean shoes before 
reuse.
 
Eye Contact:
Rinse immediately with plenty of water for at least 15 minutes. Obtain medical advice if there are persistent 
symptoms.
 
Inhalation:
Remove to fresh air. If breathing is difficult, give oxygen. Obtain medical advice if there are persistent symptoms.
 
Notes To Physician:
Formaldehyde is not a component of this product, however, heating to temperatures above 150 C in the presence of 
air may result in the release of formaldehyde.  The International Agency for Research on Cancer (IARC) has 
classified formaldehyde as a Group 1 (known) human carcinogen  Formaldehyde is irritating to the eyes, nose, throat 
and skin and is a dermal sensitizer.
 
_____________________________________________________________________________ 
 
5. FIRE-FIGHTING MEASURES
Extinguishing Media: Use water spray or fog, carbon dioxide or dry chemical.
 
Protective Equipment: Firefighters, and others exposed, wear self-contained breathing apparatus. Wear 

full firefighting protective clothing. See MSDS Section 8 (Exposure 
Controls/Personal Protection).

 
Mechanical/Static Sensitivity 
Statements:

None

_____________________________________________________________________________ 
  

 WARNING! CAUSES EYE IRRITATION
MAY CAUSE ALLERGIC SKIN REACTION
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6. ACCIDENTAL RELEASE MEASURES
Personal precautions:
Where exposure level is not known, wear approved, positive pressure, self-contained respirator. Where exposure 
level is known, wear approved respirator suitable for level of exposure. Refer to Section 8 (Exposure 
Controls/Personal Protection) for appropriate personal protective equipment.
 
Methods For Cleaning Up:
Sweep up into containers for disposal. Flush spill area with water.
 
_____________________________________________________________________________ 
 
7. HANDLING AND STORAGE
HANDLING
Precautionary Measures: Avoid contact with eyes. Avoid prolonged or repeated contact with skin. Wash thoroughly 
after handling.
 
Special Handling Statements: Heating to temperatures above 150 C (302 F) in the presence of air may result in the 
release of formaldehyde.  Formaldehyde is a known animal carcinogen and is considered to be probably carcinogenic 
to humans by the International Agency for Research on Cancer and the National Toxicology Program.  Formaldehyde 
is irritating to the eyes, nose, throat and skin and is a dermal sensitizer.  The permissable exposure limit for 
formaldehyde should not be exceeded.
 
STORAGE 
None

Storage Temperature:  Store at    <27 °C  80 °F
Reason: Integrity. 
_____________________________________________________________________________ 
 
8. EXPOSURE CONTROLS/PERSONAL PROTECTION
Engineering Measures:
Where this material is not used in a closed system, good enclosure and local exhaust ventilation should be provided 
to control exposure.
 
Respiratory Protection:
Where exposures are below the established exposure limit, no respiratory protection is required. Where exposures 
exceed the established exposure limit, use respiratory protection recommended for the material and level of 
exposure.
 
Eye Protection:
Wear eye/face protection such as chemical splash proof goggles or face shield. Eyewash equipment and safety 
shower should be provided in areas of potential exposure.
 
Skin Protection:
Avoid skin contact. Wear impermeable gloves and suitable protective clothing.
 
Additional Advice:
Food, beverages, and tobacco products should not be carried, stored, or consumed where this material is in use. 
Before eating, drinking, or smoking, wash face and hands thoroughly with soap and water.
_____________________________________________________________________________ 
 
9. PHYSICAL AND CHEMICAL PROPERTIES
Color: blue
Appearance: paste
Odor: mild
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Boiling Point: Not applicable
Melting Point: Not applicable
Vapor Pressure: Not available
Specific Gravity: 1.45
Vapor Density: Not applicable
Percent Volatile (% by wt.): 3
pH: Not applicable
Saturation In Air (% By Vol.): Not applicable
Evaporation Rate: Not applicable
Solubility In Water: Reacts with water
Volatile Organic Content: 30  gm/L
Flash Point: Not applicable
Flammable Limits (% By Vol): Not applicable
Autoignition Temperature: Not applicable
Decomposition Temperature: Not applicable
Partition coefficient (n-
octanol/water):

Not applicable

Odor Threshold: Not available  
_____________________________________________________________________________ 
 
10. STABILITY AND REACTIVITY
Stability: Stable
 
Conditions To Avoid: None known
 
Polymerization: Will not occur
 
Conditions To Avoid: None known
 
Materials To Avoid: No specific incompatibility
 
Hazardous Decomposition 
Products:

carbon dioxide
carbon monoxide
silicon dioxide
formaldehyde
calcium oxide
oxides of nitrogen

_____________________________________________________________________________ 
 
11. TOXICOLOGICAL INFORMATION
Toxicological information for the product is found under Section 3.  HAZARDS IDENTIFICATION.  
Toxicological information on the regulated components of this product is as follows: 
 

Acute exposure to titanium dioxide dust is not likely to cause adverse effects. Chronic exposure to titanium dioxide 
may cause some lung fibrosis. Inhalation of titanium dioxide dust at 50 times the nuisance dust level caused lung 
fibrosis and a slight increase in lung tumor incidence in laboratory rats. When titanium dioxide was fed to rats and 
mice over lifetime in a carcinogen bioassay, it was not carcinogenic.

Iron oxide overexposure is unlikely to cause significant acute toxic effects.  Inhalation of iron oxide fume or dust can 
deposit or collect in the lungs (siderosis) with little or no physical disability.

Trimethylated silica, which is a unique form of fumed silica, is not expected to cause adverse health effects via 
inhalation, oral or dermal routes of exposure.  Trimethylated silica does not cause the lung diseases crystalline silica 
is known to cause.  The acute oral (rat) LD50 for fumed silica is 3.1 g/kg.

Calcium carbonate has an acute oral (rat) LD50 of 6.5 g/kg.  Direct contact will cause moderate skin and severe eye 
irritation.  Inhalation of dust can cause mild respiratory irritation.
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_____________________________________________________________________________ 
  
12. ECOLOGICAL INFORMATION
Harmful to aquatic organisms, may cause long-term adverse effects in the aquatic environment.
The ecological assessment for this material is based on an evaluation of its components.

_____________________________________________________________________________ 
 
13. DISPOSAL CONSIDERATIONS
Cytec encourages the recycle, recovery and reuse of materials, where permitted, as an alternative to disposal as a 
waste.  Cytec recommends that organic materials classified as hazardous waste according to the relevant local or 
national regulations be disposed of by thermal treatment or incineration at approved facilities. All local and national 
regulations should be followed.
_____________________________________________________________________________ 
  
14. TRANSPORT INFORMATION
This section provides basic shipping classification information.  Refer to appropriate transportation regulations for 
specific requirements. 
 
US DOT 
 Proper Shipping Name: Not applicable/Not regulated
 Hazardous Substances: 
 Not applicable

TRANSPORT CANADA
 Proper Shipping Name: Not applicable/Not regulated

ICAO / IATA
 Proper Shipping Name: Not applicable/Not regulated
 Packing Instructions/Maximum Net Quantity Per Package: 
 Passenger Aircraft: -
 Cargo Aircraft: -

IMO
 Proper Shipping Name: Not applicable/Not regulated
_____________________________________________________________________________ 
 
15. REGULATORY INFORMATION

Vinyl oximino silane is a severe eye and a moderate skin irritant (rabbits).  Vinyl oximino silane has the potential to 
cause allergic skin reaction.  It has an oral (rat) LD50 value of 1.9-2.5 ml/kg.  Inhalation of mist or vapor may irritate 
the respiratory tract and nasal passage.  Overexposure to vapors from decomposition may cause coma and 
respiratory failure.
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This product has been classified in accordance with the hazard criteria of the Controlled products Regulations and 
this Material Safety Data Sheet contains all the information required by the Controlled Products Regulations. 
 
WHMIS CLASSIFICATION:
Class D2B Toxic
 
INVENTORY INFORMATION 
 
 United States (USA):  All components of this product are included on the TSCA Chemical Inventory or are not 

required to be listed on the TSCA Chemical Inventory.
 
 Canada:  All components of this product are included on the Domestic Substances List (DSL) or are not 

required to be listed on the DSL.
 
 European Union (EU):  All components of this product are included on the European Inventory of Existing 

Chemical Substances (EINECS) or are not required to be listed on EINECS.
 
 Australia:  All components of this product are included in the Australian Inventory of Chemical Substances 

(AICS) or are not required to be listed on AICS.
 
 China: All components of this product are included on the Chinese inventory or are not required to be listed on 

the Chinese inventory.
 
 Japan:  All components of this product are NOT included on the Japanese (ENCS) inventory.
 
 Korea:  All components of this product are included on the Korean (ECL) inventory or are not required to be 

listed on the Korean inventory.
 
 Philippines:  All components of this product are included on the Philippine (PICCS) inventory or are not 

required to be listed on the Philippine inventory.
 
_____________________________________________________________________________ 
  
16. OTHER INFORMATION
NFPA Hazard Rating (National Fire Protection Association) 
 Health: 2 - Materials that, under emergency conditions, can cause temporary incapacitation or residual injury.
 
 Fire: 1 - Materials that must be preheated before ignition can occur.
 
 Reactivity: 0 - Materials that in themselves are normally stable, even under fire exposure conditions.
 

Reasons For Issue: New Format
 
_____________________________________________________________________________ 

Prepared By:  Randy Deskin, Ph.D., DABT +1-973-357-3100
Date:  05/11/2005

_____________________________________________________________________________ 
This information is given without any warranty or representation.  We do not assume any legal responsibility for same, nor do we give permission, 
inducement, or recommendation to practice any patented invention without a license.  It is offered solely for your consideration, investigation, and 
verification.  Before using any product, read its label. 
_____________________________________________________________________________ 
 


